
 32382002            2 x 20                0,21                  5,8               25,5                 45 
 32382003            3 x 20                0,21                  6,2              30,4                 54 
 32382004            4 x 20                0,21                  6,6              36,9                 65 
 32382005            5 x 20                0,21                  7,2               43,7                 78 
 32382007            7 x 20                0,21                  7,9               55,0                 97 
 32382012          12 x 20                0,21                10,2              86,8               153 
 32382025         25 x 20                0,21               15,0            206,0               332 
 32381902            2 x 19                0,21                  6,4              30,5                 52 
 32381903            3 x 19                0,21                  6,7               39,3                 64 
 32381904           4 x 19                0,21                  7,2              48,5                 77 
 32381905            5 x 19                0,21                  8,0               57,5                 95 
 32381907            7 x 19                0,21                  8,7               76,7               122 
 32381912         12 x 19                0,21               11,6            140,4               206 
 32381918         18 x 19                0,21               13,8            189,4               292 
 32381925         25 x 19                0,21               16,7             278,3               412 
 32381802            2 x 18                0,21                  6,6              36,9                 58 
 32381803            3 x 18                0,21                  6,9              48,3                 73 
 32381804           4 x 18                0,21                  7,7               59,7                 91 
 32381805            5 x 18                0,21                  8,3               71,7               109 
 32381807            7 x 18                0,21                  9,2               93,4               145 
 32381812         12 x 18                0,21               12,2            169,4               240 
 32381818         18 x 18                0,21               14,5            258,5               362 
 32381825         25 x 18                0,21                17,3            349,9               478

 32381602            2 x 16                0,26                  7,2              48,5                 74 
 32381603            3 x 16                0,26                  7,8              64,6                 97 
 32381604           4 x 16                0,26                  8,4               81,3               114 
 32381605            5 x 16                0,26                  9,3              98,2               140 
 32381607            7 x 16                0,26                10,1            129,9               177 
 32381612         12 x 16                0,26               13,7             232,6               311 
 32381618         18 x 16                0,26               16,4             357,1               479 
 32381622         22 x 16                0,26               18,0             427,4               576 
 32381625         25 x 16                0,26               19,6            483,7               634 
 32381403            3 x 14                0,26                  9,3              98,2               136 
 32381404           4 x 14                0,26                10,0            125,1               168 
 32381405            5 x 14                0,26               11,3             167,8               219 
 32381407            7 x 14                0,26               12,5            222,4               284 
 32381412         12 x 14                0,26               16,8            386,4               487 
 32381418         18 x 14                0,26               19,8            556,0               701 
 32381425         25 x 14                0,26               24,0             741,7               985 
 32381203            3 x 12                0,31               11,0            162,8               205 
 32381204            4 x 12                0,31               12,1             207,8               260 
 32381205            5 x 12                0,31               13,4            251,6               319 
 32381207            7 x 12                0,31               14,9            354,7               428 
 32381003            3 x 10                 0,31               12,7             227,4               282 
 32381004            4 x 10                 0,31               13,9            290,3               357 
 32381005            5 x 10                 0,31               15,7             385,4               463
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Marking for CC 600 CY Lean 32381804: 
S BRÖCKSKES · D-VIERSEN · 32380410 4x1,0mm² CC 600 CY Lean 18 AWG/4c 32381804  
U AWM Style 21216 90°C Oil 60°C 600V CSA AWM I/II A/B 90° 600V FT1 FT2  C

Technical data: 
Nominal voltage:                      Uo/U 300/500 V 

Voltage UL/CSA:                      600 V 

Testing voltage:                       core/core 2000 V 
                                                  core/screen 2000 V 

Min. bending radius 
fixed laying:                                 5 x d 
flexible application:                    10 x d 

Radiation resistance:               5 x 107 cJ/kg  

Temperature range DIN VDE UL/CSA: up to +90 °C 
fixed laying: -40/+70 °C 
flexible application:  +5/+70 °C 

Fire performance:                     flame retardant and self-extinguishing  
                                                  acc. to IEC 60332-1-2 + VDE 0482-332-1-2,  
                                                  UL VW-1, CSA FT1, FT2 

Oil resistance:                          very good - TM5  
                                                  acc. to EN 50363-4-1 + VDE 0207-363-4-1 

Absence of                               acc. to RoHS directive of the European Union, 
harmful substances:                see chapter N „Technical data“

              Construction: 
Conductor:                 bare copper strands  
                                   acc. to IEC 60228, VDE 0295, class 5  

Insulation:                  special PVC acc. to VDE and UL/CSA 

Colour code:              black cores with consecutive numbers               
                                   acc. to EN 50334 + VDE 0293-334,                
                                   green-yellow earth wire from 3 cores 

Stranding:                  in layers 

Screen:                     tinned copper braiding 

Sheath material:        special oil resistant PVC  
                                   acc. to VDE and UL/CSA 

Sheath colour:           grey (RAL 7000)

                  Outstanding features: 
                    ●      UL recognized, CSA approved 

                    ●      good EMC characteristics 

                    ●      reduced outer diameter 

                        ●      small bending radius 

                        ●      high mechanical loading capacity 

                        ●      oil resistant

CC 600 CY Lean 
PVC control cable with numbered cores and overall copper screen, AWG 20 - AWG 10

www.sab-cable.com

item no.          no. of cores           largest            outer-ø          copper           cable 
                     x cross section      single wire          ± 5%            figure           weight 
                         n x AWG              ø mm               mm             kg/km          ≈ kg/km

item no.          no. of cores           largest            outer-ø          copper           cable 
                     x cross section      single wire          ± 5%            figure           weight 
                         n x AWG              ø mm               mm             kg/km          ≈ kg/km

Continued on next page

Control and connection cables

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/electrical-cables-and-wires/control-cables-high-flexible.html



